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Rizeni osv étleni systémem DALI
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Ridici jednota DALI pro celkem 128 adress. Manudlni spinani systému nebo dynamické sekvence
v max. 99 ti krocich. Barevny dotykovy display 7“. MoZnost ovladani pres IR dalkové ovladani.

Technical data

Rated supply voltage mains adapter 230-240V
Mains frequency mains adapter 50/60 Hz
Rated supply voltage DALI x/e-touchPANEL 02 24-48VDC
Power 10W
Number of DALI lines 2

Current consumption of each DALI line 2 mA
Ambient temperature ta 0..+50°C
Touchscreen size 7
Touchscreen pixel 800 x 640
Colours 64K

Interface USB, Ethernet
Dimensions L x W x H 200 x 150 x 20 mm
Distance between mounting holes (D) 155 mm
Type of protection P20




Panel 3

Operacni a kontrolni jednotka pro DALI. Napajeni z DALI sbérnice. Vyvolavani pfednastavenych scén a
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jejich korekce. UzZivatelsky nestavitelna tlacitka.

Spinaci ¢len DALI ( relé )
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Technical data

Rated supply voltage 230-240V
Mains frequency 50/ 60 Hz
Power <2W
Ambient temperature ta 0..+450°C
Storage temperature -20 ... +70°C
Humidity 5% ... max. 85 %*
Type of protection P20
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Napdjeci zdroj DALI sbérnice

Technical data

Rated supply voltage 220-240V
Mains frequency 50/ 60 Hz
Power 5W
Max. output current, DALI 240 mA
Output voltage 16V 5%
Operating temperature 0..+50°C
Storage temperature 0..+70°C
Type of protection IP20
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Ovladaci modul DALI pro panel 2,4

Technical data

Supply via DALI cable

Current draw 6 mA

Input 4 momentary-action switches or relais
Qutput DAL

Operating temperature 0..+60°C

Storage temperature -25...+80°C

Turn on time =6s

Humidity 20 ... 90 % (non-condensing)

Type of protection IP20

Mounting Mounting box 60 x 61 mm (@ x D)
Casing material PC, halogen-free polycarbonate, non-flammable
Dimension L x W x H 47.7x28.2x14.6 mm
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